
Longest WD is 500mm! 

UWZ100/200P/300FP/400FP/500FP
Ultra-Long Working Distance Zoom Microscope UWZ Series �
�

　  UWZ100  ： 90～1260X　�
　  UWZ200P ： 42～588X�
　  UWZ300FP ： 27～376X�
　  UWZ400FP  ： 20～286X�
　  UWZ500FP  ： 17～230X

UWZ100/200P/300FP/400FP/500FPUWZ100/200P/300FP/400FP/500FP

* Longe
r W.D. 

can ac
hieve o

bservin
g�

  specim
ens in 

vacuum
 chamb

er �

* Longe
r W.D. 

can ac
hieve o

bservin
g �

  specim
ens be

ing out
 of rea

ch befo
re �

* Coaxi
al Refle

cting Il
luminat

ion can
 �

  make 
image 

brighte
r and c

learer 
�

* Havin
g wide

 range 
of tota

l magn
ificatio

n �

* λ/4 w
ave pla

te, pola
rizer &

 analyz
er �

  can im
prove i

nterna
l reflec

tion｠  

* Longe
r W.D. 

can ac
hieve o

bservin
g�

  specim
ens in 

vacuum
 chamb

er �

* Longe
r W.D. 

can ac
hieve o

bservin
g �

  specim
ens be

ing out
 of rea

ch befo
re �

* Coaxi
al Refle

cting Il
luminat

ion can
 �

  make 
image 

brighte
r and c

learer 
�

* Havin
g wide

 range 
of tota

l magn
ificatio

n �

* λ/4 w
ave pla

te, pola
rizer &

 analyz
er �

  can im
prove i

nterna
l reflec

tion｠  

Newest Product Information

10-2008
λ/4 wave plate, analyzer & polarizer 

UWZ200P UWF300FP UWF400FP UWF500FPUWZ100

※ on 19 inch monitor & 1/2 inch �
 CCD camera 
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UWZ200P�

�

0.7X～9.8X�

205ｍｍ（fixed）�

195mm  （fixed）�

0.014～0.093�

24μm～3.6μm�

±1400μm～±31μm �

φ11.4mm～φ0.8mm �

�

UWZ100 �

�

1.5X～21X�

100ｍｍ（fixed）�

-�

0.03～0.2�

11.2μm～1.7μm�

±318μm～±7μm �

φ5.3mm～φ0.3mm �

�

UWZ300FP�

14�

0.45X～6.27X�

300ｍｍ（fixed）�

290mm（fixed）�

0.009～0.065�

37.28μm～5.16μm�

±3395.1μm～±65.09μm �

φ17.8mm～1.28mm�

φ8mm　C-Mount (applicable to 1/2 inch CCD camera)�

400nm～700nm�

Coaxial Reflecting Illumination (standard equipment) �

UWZ400FP�

�

0.34X～4.76X�

400ｍｍ（fixed）�

390mm（fixed）�

0.007～0.05�

47.93μm～6.71μm�

±5612.2μm～±110μm�

φ23.5mm～1.67mm

UWZ500FP�

�

0.28X～3.92X�

500ｍｍ（fixed）�

490mm（fixed）�

0.0058～0.04�

57.84μm～8.39μm�

±8174.8μm～±171.9μm�

φ28.6mm～2.08mm 

Item �

Zoom ratio�

Optical magnification�

W.D.�

W.D.(with λ/4 wave plate)�

N.A.�

Resolution (e-ray) (figuring out theoretically)｠�

Focal depth(e-ray)(figuring out theoretically)｠�

Field Number / objective side｠�

Field Number / viewing side�

Corrected Wave Length｠�

Illumination｠｠�

■Specifications

URL;http:// www.union.co.jp  E-mail;new-union@union.co.jp

UNION OPTICAL CO., LTD.
     2-22-4, Shingashi, Itabashi-Ku, Tokyo 175-0081, Japan

    Tel: 81-3-5997-8531  Fax: 81-3-5997-8532

UWZ300FPUWZ100 UWZ500FPUWZ400FP

■External Dimensions
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MADE IN JAPAN
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